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IN THE CLAIMS: 

Please AMEND the claims as indicated below: 

Claim 1 (currently amended): A slave test unit for t e st i ng vo i c e s i gn a l qua l ity ov e r phon e 
conn e ctions, comprising: 

first and second at le ast two phone line connectors attached to s e parat e first and second 
phone lines , respectively, each of the first and second phone lines allowing communications to 
and from the slave test unit over the respective phone line, and each of the first and second 
phone lines being connected to a digital data network so that communications transmitted via 
packets through the digital data network are transmitted between the digital data network and 
the slave test unit over the respective phone line ; 

means for transmitting and receiving electrical signals as communications via the first and 
second phone line connectors over the first and second phone lines, respectively , the electrical 
signals being transmitted and received as communications between the slave test unit and at 
le ast on ea remote test unit through the digital data network , the-electrical signals received by 
the slave test unit from the remote test unit comprising test commands; 

means for decoding the test commands from the electrical signals received from the 
remote test unitrLandi 

means for executing the test commands, the executing means including the ability to 
generate test signals on anv of th e s e parat e either of the first and second phone lines, the test 
commands being received exclusively from the remote test uni t, to thereby test voice signal 
guality of voice calls transmitted through the first and second phone lines and as packets 
through the digital data network . 

Claim 2 (currently amended): The slave test unit of claim 1 , further comprising 
means for encoding the test commands into the electrical signals sent via the first and 
second phone line connectors to the remote test unit. 

Claim 3 (original): The slave test unit of claim 1 , wherein one of the test commands is a 
dialback command. 

Claim 4 (original): The slave test unit of claim 1 , wherein one of the test commands is a 
loopback command. 
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Claim 5 (original): The slave test unit of claim 1 , wherein one of the test commands is a 
quiet termination command. 

Claim 6 (original): The slave test unit of claim 1 . wherein the remote test unit is a 
master test unit possessing a human operator interface. 

Claim 7 (original): The slave test unit of claim 1 , wherein the remote test unit is 
another slave test unit. 

Claim 8 (original): The slave test unit of claim 1 , wherein the test commands are 
encoded and received as DTMF signals. 

Claim 9 (currently amended): The slave test unit of claim 1 , wherein at least one of the 
first and second phone line connectors is adapted for FXO/FXS telephone ports. 

Claim 1 0 (cun^ently amended): The slave test unit of claim 1 , wherein at least one of the 
first and second phone line connectors is adapted for E&M telephone ports. 

Claim 1 1 (currently amended): A method for toot i ng voic e s i gna l qua li ty ov e r phon e 
conn e ct i ons, comprising tho st e ps of : 

establishing at le ast two first and second phone connections between a slave test 
unit and a remote test unit through a digital data network, the first and second phone 
connections being established over first and second phone lines, respectivelv. each of the 
first and second phone lines allowing communications to and from the slave test unit over 
the respective phone line, and each of the first and second phone lines being connected to 
the digital data network so that communications transmitted between the slave test unit and 
the remote test unit are transmitted via packets through the digital data network and are 
transmitted between the digital data network and the slave test unit over the respective 
phone line: , wh e r e by th e phon e conn e ctions ar e mad e w i th at l east on e r e mot e t e st un i t; 

receiving electrical signals as communications bv the slave test uni t , th e ele ctr i ca l 
s i gna l s b ei ng r e c ei v e d from the remote test uni t via at least one of the first and second 
phone lines , the electrical signals comprising test commands; 

decoding the test commands from the electrical signals bv the slave test unitb eifig 
r e c e iv e d from tho r e moto tost un i t ; and 
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executing the test commands by the slave test unit , the- said executing step 
including the ability to generate test signals efhai won either of the first and second phone 
Gonn e ot i ons lines , the test commands being received exclusively from the remote test unit^ 
to thereby test voice signal quality of voice calls transmitted through the first and second 
phone lines and as packets through the digital data network . 

Claim 12 (cunrently amended): The method of claim 1 1 . wherein one of the test 
commands executed in ti=»e -said executing step-is a dialback command. 

Claim 13 (cunrently amended): The method of claim 1 1 , wherein one of the test 
commands executed in the -said executing step-is a loopback command. 

Claim 14 (cunrently amended): The method of claim 1 1 , wherein one of the test 
commands executed in ti ^said executing step-is a quiet termination command. 

Claim 15 (cunrently amended): The method of claim 1 1 , wherein one of the test 
commands executed in the -said executing etep-is an encoding and transmission of the test 
commands via at least one of the first and second phone connections. 

Claim 16 (original): The method of claim 1 1 , wherein the remote test unit is a master test 

unit. 

Claim 17 (original): The method of claim 1 1 , wherein the remote test unit is a slave test 

unit. 

Claim 18 (cunrently amended): The method of claim 11 , wherein the test commands 
of the- said receiving step-are encoded by the remote test wits -unit as DTMF signals. 

Claim 19 (new): An apparatus comprising: 

a slave test unit connected to a digital data network via a phone line; and 
a remote test unit connected to the digital data network so that electrical signals 
are transmitted from the remote test unit to the slave test unit by traveling via packets 
through the digital data network and then over the phone line from the digital data network 
to the slave test unit, and so that electrical signals are transmitted from the slave test unit 
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to the remote test unit by traveling from the slave test unit to the digital data network over 
the phone line and then via packets through the digital data network, 

wherein electrical signals transmitted from the remote test unit to the slave test unit 
include a test command indicating a test signal to be generated on the phone line by the 
slave test unit, and the slave test unit generates the test signal on the phone line in 
accordance with the test command, the apparatus thereby testing voice signal quality of 
voice calls transmitted through the phone line and as packets through the digital data 
network. 

Claim 20 (new): The apparatus of claim 19, wherein the test command is a dialback 
command. 

Claim 21 (new): The apparatus of claim 19. wherein the test command is a loopback 
command. 

Claim 22 (new): The apparatus of claim 19, wherein the test command is a quiet 
termination command. 

Claim 23 (new): The apparatus of claim 19, wherein the remote test unit is a master 
test unit possessing a human operator interface. 

Claim 24 (new): The apparatus of claim 19, wherein the remote test unit is another 
slave test unit. 

Claim 25 (new): The apparatus of claim 19, wherein the test command is encoded 
and received as a DTMF signal. 

Claim 26 (new): An apparatus comprising: 

a slave test unit connected to a digital data network via a phone line; and 
a remote test unit connected to the digital data network so that electrical signals 
are transmitted from the remote test unit to the slave test unit by traveling via packets 
through the digital data network and then over the phone line from the digital data network 
to the slave test unit, and so that electrical signals are transmitted from the slave test unit 
to the remote test unit by traveling from the slave test unit to the digital data network over 
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the phone line and then via packets through the digital data network, electrical signals 
transmitted from the remote test unit to the slave test unit including a test command 
indicating a test signal to be generated on the phone line by the slave test unit, and 

means for generating the test signal by the slave test unit on the phone line in 
accordance with the test command, to thereby test voice signal quality of voice calls transmitted 
through the phone line and as packets through the digital data network. 
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